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Installing LightMaster Multifunction Keypad

1 Connect the Master Controller input 
wires (Black = Line / White = Neutral) 
to the line voltage and use wago 
connectors.

NOTE: Do not turn on the power during 
wiring work.

2 Connect the ground wire from the main 
line power to the ground wire in the 
fixture.

NOTE: Correct Polarity must be observed in order for the switch to operate. The Master Controller can be severely 
damaged by reverse polarity. Ensure that all electrical connections are secured properly and have proper connection.

3 Connect low voltage output wires 
from Master Controller to the keypad 
using silicone wire nuts. Each keypad 
will connect to one Red one Blue wire 
provided and labeled in light fixture. 
Wiring should be done as per the wiring 
diagram provided.
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Installing LightMaster Multifunction Keypad

4 Connect wires for loads and 
dimmings as per provided wiring 
diagram.

NOTE: The neutral wires from all 
the drivers should be connected 
altogether with the input neutral 
of the LightMaster.

5 Create a wall cutout measuring 
2.80" (H) x 2.10" (W). Secure the 
keypad holder in place using two 
6-32 flat head screws, and tighten 
them with a Phillips screwdriver.
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6 Connect two wires from the Master 
Controller’s low-voltage output to the 
top terminal block on the keypad. 

NOTE: The bottom three terminals are 
reserved solely for the nurse call pillow 
speaker connection.
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Installing LightMaster Multifunction Keypad

7 Align the keypad with the holder and 
snap it into place from the top. Hold 
it securely as shown in the reference 
image.

8 Press the bottom of the keypad to 
lock it into the holder. Ensure it is 
fully secured in place, as shown in the 
reference image.

After installation, press down on all four 
corners to make sure the keypads are 
securely snapped into place.

9 Once powered, the keypads should 
communicate with each other as shown 
in the reference image. After installing 
the keypad, check that all functions 
work properly.

Note: Use 18/2 shielded cable to connect LightMaster with keypad.
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Mounting Drawings

# 6 screws can be used to mount the LightMaster controller and keypad.
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# 6 screws can be used to mount the LightMaster controller and keypad.
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Wiring Drawings

NOTE: Standard Wiring Diagram is shown. Contact factory for custom requirement.

LightMaster System With Secondary Power Unit

LightMaster System Without Secondary Power Unit
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Disinfecting, Cleaning, and Sterilization

NOTICE:

The keypad can only be disinfected with the following diluted products:

•	 Lysoformin

•	 Dismozon

•	 Hexaquart plus

•	 Sagrotan – fast disinfecting cleaner

NOTICE:

The local government regulations for disinfection must also be observed in addition to these instructions.

Technical Data of the LightMaster Multifunction Keypad

Input Voltage 120-277 Volts, 50/60Hz

Output Voltage 120-277 Volts, 50/60Hz

Maximum Load 2.5 amps Resistive, 1.8 amps Ballast at 120 Volts,

0.975 amps Resistive, 1.0 amp Ballast at 277 Volts

Low Voltage Circuit 5VDC, 200 mA

Operating Temperature 32-176°F (0- 80°C)

Master Control Dimensions 7" (L) x 2" (W) x 1.1" (H)

Power Supply Dimensions 5.6" (L) x 1.6" (W) x 1.3" (H)

Keypad Dimensions One (1) Gang

Warranty Limited five (5) year warranty
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Warranty Policy

 www.amico.com

Healthcare Lighting Solutions 
(LightMaster, Lunar Series, Skyline Series, Solar Callisto, Solar Series, Solar Eclipse Series,  
Solar Duo Med Series, Solar Surgical, Leo Series, Behavioral Series)
Amico Lights Corporation warrants its products against defective materials and workmanship for twelve (12) months from the 
date of shipment. Within this period, Amico Lights Corporation will repair or replace any part on site or at the factory which is 
proven to be defective at Amico Lights Corporation’s cost.

Furthermore, Amico Lights Corporation will warrant its material to be free from defect for an additional period of four (4) 
years (five [5] years from the date of shipment). Within this period, Amico Lights Corporation will replace any part at no 
charge, which is proven to be defective. Shipping and installation costs after the first twelve (12) months will be borne by the 
customer.

The warranty applies to normal usage and does not apply to any product that has been subject to alteration, abuse, negligence, 
or use (including voltage and/or current) other than that for which the product was designed.

Amico Lights Corporation shall not be liable for incidental or consequential damages resulting from the use of the equipment.

All claims for warranty must first be approved by Amico Lights Corporation. A valid Return Goods Authorization (RGA) number 
must be obtained from Amico Lights Corporation prior to commencement of any service work. Warranty work which has not 
been pre-authorized by Amico Lights Corporation will not be reimbursed.

Medical Lighting Solutions 
(Mira Series, Nova Series, Vega Series)
Amico Lights Corporation warrants its products against defective materials and workmanship for twelve (12) months from the 
date of shipment. Within this period, Amico Lights Corporation will repair or replace any part on site or at the factory which is 
proven to be defective at Amico Lights Corporation’s cost.

Furthermore, Amico Lights Corporation will warrant its material to be free from defect for an additional period of four (4) 
years (five [5] years from the date of shipment). Within this period, Amico Lights Corporation will replace any part at no 
charge, which is proven to be defective. Shipping and installation costs after the first twelve (12) months will be borne by the 
customer.

The spring arms for the above mentioned are warranted for a period of twelve (12) months. The warranty for the spring arms 
shall include parts and labor and shall commence from the date of shipment.

The warranty applies to normal usage and does not apply to any product that has been subject to alteration, abuse, negligence, 
or use (including voltage and/or current) other than that for which the product was designed.

Amico Lights Corporation shall not be liable for incidental or consequential damages resulting from the use of the equipment.

All claims for warranty must first be approved by Amico Lights Corporation. A valid Return Goods Authorization (RGA) number 
must be obtained from Amico Lights Corporation prior to commencement of any service work. Warranty work which has not 
been pre-authorized by Amico Lights Corporation will not be reimbursed.

Amico Lights Corporation | 122-B East Beaver Creek Road, Richmond Hill, ON L4B 1G6, Canada
Tel: 905.764.0800 | Fax: 905.764.0862

Warranty Policy - Lighting Products

page 1 of 4
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Notes
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Notes
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